
NOTE.

1. THE BASIS OF ASSESSMENT OF APPEARANCE IS APPROVAL SAMPLE.

2. MANUFACTURER MUST PRODUCE MASS PRODUCTION AFTER A DESIGNER'S

   APPROVAL.

3. IF THIS PART IS APPLIED TO The RoHS, MUST USE ONLY THE MATERIAL

    WHICH PASSED THE BODY BURDEN TEST OF A QUALIFIED TEST LAB.

4. THE DIMENSION WHICH IS OMITTED IN THIS DRAWING REFERS TO THE 3D DATA.

5. MUST CHECK THE "*" DIMENSION PERIODICALLY.

6. THE SURFACE FINISHED SPECIFICATION MUST BE COMPLIED.

7. AFTER ASSEMBLY, THE VISIBLE SURFACE MUST BE MIRROR BUFFING.

8. DO HAVE LESS THAN R0.5 ON ALL ROUND THAT ARE NOT SPECIFIED.

9. DO HAVE LESS THAN C0.5 ON ALL CHAMFER THAT ARE NOT SPECIFIED.

10. BURR ON THE EDGE MUST BE MINIMIZED.

11.     II 2 GD, Ex d IIC Gb T6, -40°C≤Ta≤+60°C, IP67

                   Ex tb IIIC Db T(80°C)


